EcoNova MAPLE - EEC

| V-SUITA E FOR MIMAKI PRINTERS WITH DX7 PRINTHEAD

Product description

* Superior eco solvent ink with wide colour gamut with great adhesion on a wide range of media

* Excellent scratch and alcohol resistance

* Appropriate for Heat Transfer Material (HTM) process making it easy to decorate on cotton T-Shirts
e Easy switch over from Mimaki SS21 ink without the need for flushing or using new colour profiles

* Environmentally friendly: no VOCs and odour

Printer compatibility

Mimaki JV33-130/ 160/ 260, JV34-260

Mimaki JV5-130S/160S/ 320S

Mimaki JV150-130/ 160, JV300-130/ 160

Mimaki CJV30-60/ 100/ 130/ 160

Mimaki CJV150-75/107/ 130/ 160, CJV300-130/ 160

Mimaki

Product codes and colours

Size
Colour

440ml Cartridge 1L Pack 2L Pack 1LBottle 20L Bottle

EEC-C440MB EEC-PO1LB EEC-MPO2LB EEC-BO1LB EEC-B20LB

EEC-C440MC EEC-PO1LC EEC-MP02LC EEC-BO1LC EEC-B20LC

EEC-C440MM EEC-PO1LM EEC-MPO2LM EEC-BO1LM EEC-B20LM

EEC-C440MY EEC-PO1LY EEC-MPO2LY EEC-BO1LY EEC-B20LY

EEC-C440LC EEC-PO1LLC EEC-MPO2LLC EEC-BO1LLC EEC-B20LLC

LM EEC-C440LM EEC-PO1LLM EEC-MPO2LLM EEC-BO1LLM EEC-B20LLM

Cleaning Solution EECS-0001 (220ml) EECS-0001 (220ml) EECSO1-01L EECS01-20L
S\W
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EcoNova MAPLE Ink - EEC

Colour Gamut Comparison
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based on detailed research by InkTec R&D.
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**Depending on test methods on conditions, the result can be changeable. The result is
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