
• Recommended conditions for use: 10~30˚C / 30~65% RH 
• Use care when handling before and after printing 
• One year storage in original package under recommended temperature 10˚~25˚C, 30~ 50% RH 

 

Length 100m Inner Core 2” 

Weight 100gsm Surface Matte 

Caliper Base Material Paper 

Uses 

Suitable for dye sublimation textiles i.e. T shirts, fabric bags 

etc. and other promotional items. 

Specifications 

Printing and handling 

Application tips 

• Allow to dry fully before handling 
• It is recommended to test prior to use, samples are available, please contact us 

for details 
 

ITP-HTP 
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HIGH QUALITY VIBRANT IMAGES 

AQUEOUS HEAT 

OPTIMUM RESULTS WITH INKTEC SUBLINOVA  INKS 

TRANSFER PAPER 

*Important information: It is the responsibility of the purchaser to test and determine the suitability of the material. Printer and ink change may affect  
results. information provided here is subject to our test criteria and subject to change without prior notice. No media warranty is implied. 

 

Product description 

• A white resin coated sublimation paper for use with dye sublimation inks 
• 100gsm paper with high ink transfer rate and excellent dimensional stability 
• Optimum results when used with InkTec Sublinova inks and minimum 60% polyester content fabrics and polymer 

coated textiles 


