
• Recommended conditions for use: 10~30˚C / 30~65% RH 
• Use care when handling before and after printing 
• One year storage in original package under recommended temperature 10˚~25˚C, 30~ 50% RH 

 

Length 30m Inner Core 2”& 3” core 

Weight 175gsm Surface Matte 

Caliper 100㎛ Base Material Polyester 

Uses 

Roll-up banner applications for use at exhibition, events, 

POS / Retail and other promotional advertising 

 

Specifications 

Printing and handling 

Application tips 

• Laminating is optional 
• Allow to dry fully before handling and laminating 
• It is recommended to test prior to use, samples are available, please contact us 

for details 

ITP-RU 

01993 862770 | info@inkteceu.com |www.inkteceu.com  

VIVID COLOURS FOR MAXIMUM GRAPHIC IMPACT 

AQUEOUS MATTE COATED OPAQUE  

COMPATIBLE WITH DYE & PIGMENTED AQUEOUS, LATEX & UV INKS 
INKS 

ROLL-UP DISPLAY FILM 

*Important information: It is the responsibility of the purchaser to test and determine the suitability of the material. Printer and ink change may affect  
results. information provided here is subject to our test criteria and subject to change without prior notice. No media warranty is implied. 

 

Product description 

• Universal front print aqueous matte coated polyester film with a black light block reverse 
• Photo print quality providing vivid colours for maximum graphic impact 
• Compatible with dye and pigmented aqueous, latex and UV inks 

 


