
• Printing Temp: Temperature 15 ~ 30oC (59 ~ 86oF) / Humidity 30 ~ 60% 

• Lamination: Optional 

• Shelf Life: One year, stored in original packaging in cool dry conditions 

Length 30m Inner Core 3” 

Weight 255gsm Surface Semi-matte 

Caliper 185㎛ Base Material 100% 
Polyester 

Product description 

• A professional backlit media specifically designed for use with UV and Latex technologies 
• Translucent polyester double side coated with anti-slip treatment designed for outstanding high 

contrast graphic arts application in light boxes 
• The bluish white surface provides outstanding results together with excellent scratch resistance 

and waterproof qualities 
• Excellent surface adhesion when used with UV and Latex inks 

Uses 

Fashion and cosmetic lightbox advertising, illuminated 

displays, trade show and retail signage applications 

Specifications 

Printing and handling 

Application tips 

TEU330 
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ANTI STATIC, BLOCKOUT & CURL FREE 

SKY HIGH 
COMPATIBLE WITH UV & LATEX INKS 

BACKLIT FILM  

*Important information: It is the responsibility of the purchaser to test and determine the suitability of the material. Printer and ink change may affect  
results. information provided here is subject to our test criteria and subject to change without prior notice. No media warranty is implied. 

 

• When printing with Latex 300 Series printers it is recommended to set the 
appropriate pass and heating temperatures, this will ensure that there are no 
material deformation or drying issues 

• It is recommended to test prior to use, samples are available, please contact us 
for details 


