COMPACT

PROFESSIONAL LEVEL
Roll to Roll UV printe ROLL-TO-ROLL FOR
 ECONOMICAL BUDGETS

AETRIX

NOZZLE DETECTION TECHNOLOGY
e Laser detection of nozzle blockage
¢ Automatic compensation technology

EPSON i3200 PRINTHEADS
e Prints up to 2pt text clearly,
with 5pl drop size

HEAD CHANNEL INFORMATION

SPECIFICATION

Dimension Head Epson i3200(4)-U1

(W XD x H) 3286 x 970 x 1725mm

LED CURING : B : 00
e Dual UV LED Lamps (water cooled) Weight 420ke resolution (dpi)

AUTO FEEDER/FRONT & REAL HEATING PRINT WIDTH / DIMENSIONS
e Consistent feeding

e Heating wire to prevent material curl

Maximum media size (mm) 1,600

Maximum head height (mm) 3

ADVANCED GUI SOFTWARE

e User friendly functions

INK

e White ink circulation system

® 220ml sub tanks & 1.5 litre
main ink tanks

SPEED
e Maximum achievable speed
43m2/hr

JETRIX

PRINTING SPEED

Pass Layer 2 Layer 3

(Resolution) Layer 1 (C) (CW or WC) | (CWC)
Printing 4 Pass 23.7 11.9 11.9
Speed (m?/h)

6 Pass 14.1 7.4 7.4

8 Pass 11.1 5.4 5.4
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INK TYPE

Excellent scratch resistance

ULF Excellent media compati

bility o e,

Superior colour gamut and vivid colours

DISCLAIMER: All specifications and print speeds are provided for guidance only.
Actual performance may vary depending on configuration, media,

environmental conditions, and operating settings.

InkTec Europe Bulford House, Supergas Industrial Estate,

Tel: +44 (0)1993 862770 |

Downs Road, Witney, OXON 0OX29 0SZ, United Kingdom
E-mail: info@inkteceu.com | www.inktec-europe.com



